
Top cover
• Designed to be easily opened for 

internal cleaning

• Slanted design to avoid dripping on 
goods and persons

Control EFA-TRONIC®

• Externally mounted stainless steel 
control box 

• With integrated frequency converter

Door Curtain
• 2 mm thick Transilon with or  

without vision panels

• Optionally clear PVC with warning 
stripes in a selection of colours

Finish
• 2 options on stainless steel  

finish with corrosion protection 
class C5-I or C5-M 

Safety
• Photo cell combined with  

contact edge

Door legs
• Slim design

• Easy manual opening utilizing 
counter weights and pull chord

• Designed to be easily opened for 
internal cleaning

• Bottom section open for water drain

General
• Door opening speed up to 2,0m/sec.

• Max. sizes W = 3,500 mm x  
H = 3,750 mm

• Designed for 150,000 cycles per year

R SERIES
EFA-SRT® EC: The Hygiene Solution
The EFA-SRT® EC (Easy Clean) offers the optimum solution for internal corridors that call 
for the highest standards of hygiene, for example in food preparation environments. This 
effective alternative was developed to minimise settlement on the frame covers, even 
incorporating easily removable leg and top covers for easy cleaning! With options including 
two stainless steel finishes this also makes the SRT-EC the ideal door for applications 
within harsh or humid environments.
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